GENERAL NOTES

THE THICKNESS OF HOT MIX ASPHALT MIXTURE SHOWN ON THE PLANS IS THE NOMINAL THICKNESS.
DEVIATIONS FROM THE NOMINAL THICKNESS WILL BE PERMITTED WHEN SUCH DEVIATIONS OQCCUR DUE
}'g gffgggLARl?lES IN TRE EXISTING SURFACE OR BASE ON WHICH THE HOT MIX ASPHALT MIXTURE

FACTORS USED FOR ESTIMATING PLAN QUANTITIES ARE AS FOLLOWS AND SHALL NOT BE USED FOR THE
BASIS OF FINAL QUANTITIES!:

ALL HOT MIX ASPHALY 2. 016 TONS/CU. YD,

ALl AGGREGATE 2. 05 TONS/CU. YD,

BETUMINOUS MATERIALS:

MIXTURE REQUIREMENTS

LOCATIONI S)2

IHOT-MIX ASPHALT SURFACE COURSE

MI{XTURE USES{S)s

IPOLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, MIX D, N90O

AC/PGH

SBS PG76-22

ABR % (MAX):

SEE SPECIAL PROVISION

DESICN AIR VOIDS:

4, 0%, 30 GYRATION DESIGN

MIXTURE COMPOSITION:

ON PAVEMENT

0. 0% GAL./50. YD

INTERMEDIATE LIFTS
(FOG COAT)

0. 04 GAL./50. YD

ON AGGREGATE SURFACE

0. 32 GAL, /30, YD,

AGGREGATE {PRIME COAT)

0. 0015 TONS/SQ. YD,

( GRADATION MIXTURE) IL-9.5 MM

FRICTION AGGREGATE: D SURFACE
1

PROGRAM: ocP

RiPRAP 1. B0 TONS/CU. YD,

THE OUANTITY OF SHORT TERM PAVEMENT MARKING SHOWN
APPLICATION FEACH FOR THE PRIME COAT AND SURFACE COURSE,

ATTAINMENT OF PROPER CROWN OR SUPERELEVATION SHALL BE FULLY ACCOMPLISHED WITH THE HOT
MIX ASPHALT SURFACE REMOVAL.

AT ALL LOCATIONS WHERE THE PROPOSED HOT MIX ASPHALT OR CONCRETE PAVEMENT JOINS AN
EXISTING HOT MIX ASPHALT OR CONCRETE PAVEMENT, A FULL DEPTH SAWED JOINT SHALL BE
gg?géﬁgggg?Rulékfr%éIOST OF THIS JOINT WILL BE INCLUDED IN THE COST OF THE TYPE OF PAVEMENT

THE CONTRACTOR SHALL STAMP STATIONING IN THE PROPOSED HOT MIX ASPHALT SURFACE AT 100 m
(300 FT.) INTERVALS ON ALTERNATING SIDES OF THE PAVEMENT AND AS DIRECTED BY THE
ENGINEER. THE STATION SYMBOL STAMPS USED SHWALL BE FURNISHED BY THE CONTRACTOR, THEY

SHALL BE 140 nm (5 1/2 IN,) TALL, OF A DESIGN APPROVED BY THE ENGINEER, AND SHALL REMAIN THE
PROPERTY OF THE CONTRACTOR.

PRIOR TO PLACEMENT OF THE FINAL PAVEMENT MARKINGS THE RESIDENT ENGINEER SHQULD
CONTACT THE BUREAU OF OPERATIONS AND ARRANGE FOR INSPECTION AND. APPROVAL OF
THE PAVEMENT MARKING LAYOUT,

THE UJSE OF A VIBRATORY ROLLER SHALL BE PROHIBITED, THE CONTRACTOR MAY BE REQUIRED
TO MAKE ROLLING PATTERN ADJUSTMENTS TO CBTAIN TE REQUIRED FIELD DENSITY.

ALL PAVEMENT MARKINGS SHALL BE LOCATED AND RECORDED BEFORE PAVEMENT REMOVAL.

IN THE PLANS 5 BASED ON ONE
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